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INFORMATION

These drawings have been produced with reference to the
CDM Regulations 2015. Please note that these are
pre-construction phase drawings and should be subject to
further design risk management as required in accordance
with Regulation 9
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Modal filter introduced to close
Holden's Way to traffic south of
the recreation ground

Informal crossing with dropped
kerbs and tactile paving
introduced to improve access to
bus stop

Centre line markings removed
through village to the east of
Heale Lane

Zebra crossing introduced to
improve links between village and

recreation ground

Reduce junction size to provide
additional space for pedestriansImproved village gateway

incorporating automatic vehicle
activated speed sign

Centre line reintroduced at main
junctions

Reduce junction size to provide
additional space for pedestrians

New 3.0m wide shared active
travel path introduced along the
alignment of the existing Public

Right of Way, with a bound
surface enabling all-weather and

inclusive use

Provide new connection between
Chatham Rise and PRoW

Pedestrian gates introduced to
maintain access to PRoW

New 3.0m wide shared active travel path introduced
along the alignment of the existing Public Right of

Way, with a bound surface enabling all-weather and
inclusive use

New double width
farm gate introduced

New double width
farm gate introduced

Surfacing constructed to accommodate
heavy agricultural vehicles on

approaches to farm gates

Stock fence provided
along path edge

Single bollard to
prevent use by

vehicles, without
preventing access for
wheelchairs, mobility

scooters and
non-standard bicycles

Path users follow existing
PRoW along private drive to
connect to Water Street

Surfacing constructed to
accommodate heavy

agricultural vehicles on
approaches to farm gates

Informal crossing with dropped
kerbs and tactile paving
introduced to improve access to
PRoW

Build-outs and road marking
introduced to formalise popular
location for on-street parking

Zebra crossing introduced to
improve links across the A378

Build-outs and road marking
introduced to formalise popular
location for on-street parking

Carriageway reduced in width to
5.0m to enable footway to be

widened

20mph zone extended to include
A378 in the centre of the village,

western gateway location

Typical cross section of new active travel paths
· Minimum path width 3.0m within a minimum 4.0m

wide corridor
· 0.5m wide green verge either side of path
· Stock fence or hedging along edges of corridor
· 2.5% cross fall or camber to drain to the edges
· 20mm surface course
· 60mm binder course
· Min. 150mm sub-base course
· geotextile below subject to ground conditions

Existing Public Right of Way (PRoW)

New active travel path or footway
widening

New carriageway construction to
accommodate active travel and
agricultural vehicles

Existing road or track requiring
repair and/or resurfacing

Buff anti-skid surface dressing or
imprint asphalt in carriageway to
highlight area/feature

Significant existing hedge retained
and managed along existing path
edge

New or enlarged verge /
landscaped area

Introduce section of virtual
footway connecting PRoW to
existing footway along Water
Street
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